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OUTPUT 
Frequency 
 100 MHz  
Level 
 +10 dBm ± 2 dB into 50 ohms, each port 
STABILITY 
Aging (typical) 
 1 x 10-6 per year after 30 days operating 
 5 x 10-7 second year 
 3 x 10-7 per year, thereafter 
Phase Noise L(f) 
   Standard Premium 
 100 Hz      -120 dBc/Hz -130 dBc/Hz 
     1 kHz      -150 dBc/Hz -155 dBc/Hz 
   10 kHz      -165 dBc/Hz -165 dBc/Hz 
 100 kHz      -165 dBc/Hz -167 dBc/Hz 
Temperature Stability 
 E:  ±2 x 10-7, 0° to +50°C (Ref +25°C) 
 F:  ±5 x 10-7, -20 to +70°C (Ref +25°C) 
 G:  ±2 x 10-6, -55° to +85°C (Ref +25°C) 
Harmonics 
 ≤ -30 dBc 
Spurious 
 ≤ -80 dBc, excluding power  
 supply line related spurs 
MECHANICAL 
Packaging 
 Solder sealed steel can 
Dimensions 
 2 x 2 x 0.75”     
Connectors / Mounting 
 SMA(f) and solder pins on side;  
     threaded inserts, #4-40, 2 places 
POWER REQUIREMENTS 
Warm-Up Power 
 ≤ 6 Watts for 5 minutes at +25°C 
Total Power 
 ≤ 3 Watts at +25°C 
Supply Voltage 
     +15 VDC ±5% or +12 VDC ±5% 
 
 
 

ADJUSTMENT  
Mechanical Tuning 
 ±4 x 10-6 

Electrical Tuning 
 ±5 x 10-7, ±5 VDC, Negative slope 
CRYSTAL 
Type 
 100 MHz SC-cut 
 
 
 
 
 

       
             

‐XX  Voltage 

Phase 
Noise 
L(f) 

Temp  
(Ref 
+25°C) 

01  +15V  Standard E 
02  +15V  Standard F 
03  +15V  Standard G 
11  +15V  Premium E 
12  +15V  Premium F 
13  +15V  Premium G 
21  +12V  Standard E 
22  +12V  Standard F 
23  +12V  Standard G 
31  +12V  Premium E 
32  +12V  Premium F 
33  +12V  Premium G 
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2" SQ.
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0.500
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0.375

0.75"
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Connector numbers are for reference only,
they are not marked on unit.

#4-40 x 1/4" deep
Threaded Insert,
2 places

SMA Connector

0.500

Freq Adjust Seal Screw

1
2
3

FUNCTIONCONN

4

Electrical Tuning
Supply Voltage
Ground, Case
RF Output

0.065

0.065
0.000

0.200

1 2 3 4 5

5 RF Output

0.141


